
Heavy work : very robust 
rubbish chutes for 
intensive use. 

UV-
resistant

• For rubble removal easy and safe !
• Reducing dust emissions.
•  High resistant material : high quality polypro copolymer that provides 

strength, lightness and flexibility to the products.
• Lightweight and easy to handle and to put in place.
•  The reinforced fixing system with safety mechanism is an exclusive 

Haemmerlin system.
• Maximum working load of the rubbish chutes and hoppers : 300 kg.
•  Minimal breaking load of the rubbish chutes and hoppers : 1000 kg/

rubbish chute.
• The hopper can be used to intermediate floors.
• UV-resistant and 100 % recyclable.

DESIGNATION PRODUCT CODE
EAN CODE

RUBBISH CHUTES 318101001
3155031810108

HOPPER 318102001
3155031810207

TECHNICAL FEATURES
Working length 0,9 m0,9 m
Overall length 1,1 m
Wall thickness 5 - 7,5 mm
Internal diameter up 515 mm
Internal diameter down 380 mm
External diameter 540 mm
Total width 620 mm
Rubbish chute weight 7,9 kg
Hopper weight 8,7 kg

Resistant to shocks and 
bad weather. Rubbisch 
chutes were tested during 
rigorous test protocol.

Lightweight and easy 
to handle and to put in 
place.

Technical manual delivered with the material. Also downloadable on: www.haemmerlin.com

RUBBISH CHUTES KIT

DESIGNATION WORKING 
LENGTH

OVERALL 
LENGTH

PRODUCT CODE
EAN CODE

KIT OF 10 RUBBISH CHUTES + 1 HOPPER + A 
SCAFFOLDING FIXING FRAME 10,10 m 12,10 m 318108601 - 315503180863

RUBBISH CHUTES KIT

KIT OF 10 RUBBISH CHUTES + 1 HOPPER + SCAFFOLDING FIXING FRAME

PACKAGING

Up to 44 rubbish chutes 
on  pallet
1300 x 1100 x 2650 mm


